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COMPACT WATER
COOLER

10L/min
Max Flow

4L
Coolant Volume

Description Details
DIMENSIONS (LxWxH) 600 x 180 x 240mm

WEIGHT 10kg

INPUT POWER SUPPLY 230V Single Phase 50hz
0.8A/ 220w

INPUT POWER SUPPLY 
CONNECTION

14 Pin Strata Integrated
Socket (10A 230V Mains 
Power Plug External 
Supply Option Available)

Description Details

STANDARDS AS/ IEC60974-1:2012

WARRANTY 48 Months

COOLANT VOLUME 4L

MAX FLOW 10L/min

MAX COOLANT PUMPING DISTANCE 35m

COOLANT CONNECTION Rectus R21 Style Quick 
Connect

180W
230V

Includes: Optional:
14 Pin Machine 
Interface Connection
Lead (suited to Strata
AdvanceTig250ACDC)

Strata 2-Wheel
Industrial Welder
Trolley 
41412

Small and Lightweight Size - Ideal for using with portable single phase TIG machines 

Internal Pressure Switch Safety Sensor* - Prevents torch damage due to welding operation without coolant 
circuit active*

Coolant Level External Sight - Easy monitoring of coolant level 

Colour-Coded Quick Connect Torch Connections - Easy identification and connection of welding torch 
cooling connections 

Integrated Single Cable Machine Connection* - Easy and reliable connection to machine

Integrated Machine Mounting Brackets* - Connect water cooler to machine with a fixed connection so they 
can be conveniently transported as a single unit*

Maintenance-Free Induction Motor and Impeller Pump

Attached Rubber Coolant Tank Cap - Tank cap easy to open and close, and cannot be easily lost. 

*These features are available when the water cooler is used with machines designed for integrated 
  water cooler connection, such as the Strata AdvanceTig250ACDC

Compact Water Cooler
with Interface Cable
for AdvanceTig250ACDC

Strata WTC5 Welding
Torch Coolant 5L
203283

WP18 25ft Water
Cooled TIG Torch
17372

WP20 25ft Water
Cooled TIG Torch
33921
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